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GENERAL NOTES

1. CONTRACTOR SHALL REPAIR WALLS, FLOOR, CEILING AND
COUNTER THAT ARE AFFECTED BY DEMOLITION DURING
CONSTRUCTION AND MATCH TO LOOK LIKE EXISTING.

2. BRACE (N) PIPING TIGHT ALONG (E) WALLS. PROVIDE (N)
"UNISTRUT” PIPE BRACING WHERE APPLICABLE.

3. PROVIDE (N) HOT AND COLD WATER PIPING, AND STOP VALVES

TO BE RECONNECTED TO (E) FIXTURES. CONTRACTOR SHALL
REPAIR AND PATCH WALLS TO MATCH EXISTING.

4. ALL EXISTING PLUMBING FIXTURES AND ASSOCIATED VALVES
AND STOPS TO REMAIN IN PLACE. CONNECT NEW DOMESTIC
COLD WATER COPPER SUPPLY PIPING UP TO THE EXISTING
WATER CLOSET AND URINAL’'S VALVES ONLY. CONNECT NEW
DOMESTIC COLD AND HOT WATER COPPER SUPPLY TO SINKS,
LAVATORIES, BATHTUB, SHOWER, LAUNDRY, DRINKING FOUNTAIN
(COLD), SERVICE SINKS UP TO THE EXISTING STOPS ONLY.

KEY NOTES

<>(N) DOMESTIC COLD, HOT, AND/OR HOT WATER RETURN
RISERS.

@(N) DOMESTIC WATER PIPING WITH NEW HANGERS.

{3 (N) LINE-SIZE SHUT—OFF VALVE.

<4>CONNECT (N) SUPPLY PIPING AND ASSOCIATED VALVES TO
(E) DRINKING FOUNTAIN.

@PRO\ADE (N) 3/4” CW LINE TO (E) HOSE BIBB.

@PRO\ADE (N) 1 1/2” CW LINE TO (E) WATER CLOSET. POINT
OF CONNECTION SHALL BE AT THE (E) FLUSH VALVE.

@PROVIDE (N) 3/4” COLD WATER AND HOT WATER SUPPLY
PIPING UP TO (E) LAVATORY/SINK/SERVICE SINK/SHOWER

AND BATHTUB—MIXING VALVE. PROVIDE (N) STOPS AND
FITTINGS AS REQUIRED.

PROVIDE (N) 1 1/4” CW LINE TO (E) URINAL. POINT OF
CONNECTION SHALL BE AT THE (E) FLUSH VALVE.

@(N) DOMESTIC COLD WATER COPPER HEADER IN PIPE CHASE.
PROVIDE (N) WATER HAMMER ARRESTER BEFORE THE LAST
(E) FLUSH VALVE LOCATION.

PROVIDE (N) BALANCING VALVE AT THE HOT WATER RETURN

LINE PRIOR TO CONNECTING BACK TO RISER. PROVIDE (N)
ACCESS PANEL.

@PROVIDE (N) LINE-SIZED WATER HAMMER ARRESTER AT
COLD WATER HEADER WITH ACCESS PANEL.
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